






Precautions when using the cruise function
1. In case of cruise function, please ride in a position where brake can be used immediately so that 

cruise function is canceled and braking is possible in preparation for safety situation while driving.
2. It is permanently dual drive mode and can be released via throttle and brakes.

         * It is not recommended that cruise function is disabled via the throttle.
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Safety precautions for Lithium-ion battery
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SWING ARM
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Maintenance



  
 

The LED remote control is infrared.Please aim at the bottom of the right LED bar.   

W/WW

Flash

Jump

Jump

IC Set

CS

C3

C7

Auto

C16

Power button
Brightness&Light speed Whole white lamp
&Number of lamp beads 
control block

Light change mode 
slection block

Multicolor light mode 
selection block

Brightness&Light speed&Number of lamp beads control block:

Multicolor light mode selection block:

When single color light or whole white light is on,     brighter/     darker; when the multicolor light is on,     the ligh
runs faster/     the light runs slower. When you press”IC Set” button, you can choose how many lamp beads wor
Press “IC Set” button again to end the setting.  

Tip

“C3”, 3 colors of light shine together;“C7”, 7 colors of light shine together;“C16”, 16 colors of light shine together
“CS”, single color light shines.

Remote receiver
The lights will only be 

controlled 
when you oprate 

the remote 
towards this place

3. Suspension height adjustment rob

4)
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The suspension height is adjustable, the higher the height, the 
more comfortable the ride. The factory has adjusted the height of 
the suspension by default, and glued threaded glue to prevent 
the adjustment rod from rotating. Before using, you need to 
check whether the hanging height on the left and right sides is 
level. If it is not level, you need to adjust the adjusting rod to the 
horizontal position. 

Maintenance
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Product Name Note

Motor MAX 5040W BLDC HUB MOTOR

Battery type

Battery capacity
72V35AH 72V32AH 72V26AH

LG MJ1 LG MH1 CN 18650

Li-ion battery pack

Charging time[1.4A] 25hr 22hr+ 18hr+
When using 1ea standard 

charger

Charging time[5A] 7hr 8hr+ 5hr+
When using 1ea fast 

charger(Optional)

Max mileage 150km 138km 110km 75kg load, 25km/h flat road 
continuous riding basis

Max Speed

Charging port

Under 90km/h

GX20-3P,support 10a charging

Folding Handlebar and steering post are foldable

Gradeabilty Around 60%[31°]
Weight,road condition,battery 

status temperature affect to the 
gradeability

Max load 120kg

Product weight
 

Around 40.5kg

 Unfolding size 1270x610x1154 Length x Width x Height

Length x Width x HeightFolding size 1270x280x500 

Brake

Built in the frame(patent)+quad spring air 
suspension for front(2EA) and rear(2EA)

Suspension

Tire

Instrument panel

Light

Product material

10 inch(10x3.0) wide tube tire

Front&Rear hydraulic brake+electric ABS 

Frame and handle: Aviavion aluminum forging alloy, 6082-T6, Shaft: SCM440, 
Covers: Polypropylene

EYE throttle is applied as the default 
option.(Bettery level, TRIP, ODO, Time, 

Speed display and mode change.)

Handlebar side LED lights,Dual LED 
headlight and taillight,brake light

DC to DC converter is built in
(12V 5A output)

Cruise / Electric brake / Auto save 
function(3minutes)

*The specification can be changed by manufacturer without notice to improve the quality and   
safety for users.
*The distance can be affected by loaded weight, wind direct (wind speed), road condition, slope 
and tire condition.
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